
PIP®
Terry Cloth Seamless Knit Glove - 24 oz

Seamless construction o�ers increased comfort and breathability
Terry cloth gloves provide comfortable resistance to cuts, abrasions
and heat
Loop-out design helps protect against intermittent contact with hot
surfaces and also provides improved cut resistance, oil absorption
and glove life
Knit wrist helps prevent dirt and debris from entering the glove
Ambidextrous pattern permits glove to be worn on either hand,
extending wear and reducing costs

Applications
Automotive Applications
Appliance Manufacturing
HVAC
Metal Stamping
Bakeries and Ceramic Plants

Technical Data

Color Gray
Sizes Available L
Packaging Bulk Pack
Packed 10/Case
Case Dimensions (cm) 52.00 x 28.00 x 47.00
Case Weight (kg) 15.70
Country of Origin Pakistan
Liner Material Terry Cloth
Lining --
Weight 24oz
Cu� Knit Wrist
Length --
Construction Seamless Knit
Certifications --
Product Circularity Recycled via Terracycle

Performance Data
ANSI Contact Heat Level --
Cut Level --
ANSI Puncture Level --
EN 407 --

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Tumble Dry Low Heat

SPECIFICATION SHEET
STYLE: 42-C750
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