
PIP®
ANSI 107 Class E Ripstop Reinforced Overpant

Waterproof ripstop polyester with taped seams
Lightweight nylon lining
2" silver reflective tape
2 side access pockets
1 rear zipper pocket
2 cargo pockets
Black trim reinforced in heavy wear areas
Gusseted leg opening with hook and loop closure
Drawstring waist front fly opening
Available in hi-vis lime yellow and hi-vis orange

Applications
Construction Applications
Municipal
Shipyards

Technical Data

Color Hi-Vis Orange, Hi-Vis Yellow
Sizes Available M-5X
Packaging Bagged Each
Packed 20/Case
Case Dimensions (cm) 64.00 x 40.00 x 22.00
Case Weight (kg) 15.00
Country of Origin Myanmar
Clothing Type Rain Pants
Fabric Ripstop, Polyester
Reflective Type Silver
Closure Drawstring
Total Pockets 5
Pocket Type Flap Pocket, Zippered Pocket,

Slash Pocket
Construction --
Certifications --
Product Circularity Reusable / Launderable

Performance Data
ANSI Type/Class E
CSA Class --
CSA Level --

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Hang Dry Dry-clean

25

SPECIFICATION SHEET
STYLE: 318-1771
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