
Technical Data

Color Blue
Sizes Available --
Packaging Boxed
Packed --
Case Dimensions (cm) 59.00 x 39.00 x 21.00
Case Weight (kg) 12.30
Hearing Style Metal Detectable
Ear Plug Material Thermoplastic Elastomer
Shape Flange and Discs
Cord Material PVC
Box Count --
EN 352 --
Construction --
Certifications TAA Compliant
Product Circularity --

Performance Data
NRR Rating (ANSI S3.19-1974) 25
SNR Rating --
SLC 80 --
SLC 80 Class Class
CSA Z94.2 Class

Care Instructions
After use, clean and disinfect the plugs with mild soap and
warm water. Let plugs dry before reuse. The ear plugs should
be regularly inspected for serviceability.

SPECIFICATION SHEET
STYLE: 267-HPR300D

PIP®
Metal Detectable Reusable TPE Corded Ear Plugs
- NRR 25

Traceable cord with metal granules and metal end sleeves for
increased safety
Combination of sealing flanges and discs for best wearing comfort
and attenuation
Stiffened shaft makes insertion easy and avoids contact with the
parts inserted into the ear
Natural sound image and excellent for speech clarity and
comprehension
Reusable, which makes these ear plugs very cost effective
Easy to store in the packet when the plugs are not in use

Applications
Food Industry
Laboratory Applications
Canning and Recycling
Catering
Clean Room
Pharmaceuticals

PROTECTIVE INDUSTRIAL PRODUCTS, INC. | BRINGING THE BEST OF THE WORLD TO YOU®
AMERICAS: +1 (800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com
This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission.
Product users should conduct all appropriate testing or other evaluations to determine the suitability of PIP products for a particular purpose or use within a particular
environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED. 2026-01-30


