
PIP® 
ANSI Type R Class 3 Ripstop Softshell Black
Bottom Jacket

Tri-laminate ripstop polyester softshell with an inner polyester grid
fleece lining and TPU (Thermoplastic polyurethane) membrane
The TPU (Thermoplastic polyurethane) membrane makes this jacket
extremely water resistant, windproof and breathable
The grid fleece lining reduces fabric weight while increasing warmth
and enhances both wicking e�iciency and breathability
2" segmented reflective material
Removable fleece lined adjustable hood with zipper attachment
Waterproof zipper closures
Two outside chest pockets and two lower hand warmer pockets with
waterproof zipper closures
Pen pockets on sleeve
Two mic tabs
Three large inside lower pockets including a computer tablet pocket
Hook & loop cu� adjustments
Drawstring waist adjustment

Applications
Road Work
Survey Crews
Utility Work
Railway and Metro Workers
Emergency Services

Technical Data

Color Hi-Vis Yellow
Sizes Available S-5X
Packaging Bagged Each
Packed 10/Case
Case Dimensions (cm) 66.00 x 44.00 x 22.00
Case Weight (kg) 11.00
Country of Origin China
Construction Black Bottom, Water Resistant
Certifications --
Product Circularity Reusable / Launderable

Performance Data
CSA Class --
CSA Level --

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Hang Dry Dry-clean

25
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