SPECIFICATION SHEET
stvLe: GP1521KVBKET

ANSI/ISEA 105-2024

Technical Data

Color Green

Sizes Available 18"

Packaging Bulk Pack

Packed 144/Case

Case Dimensions (cm) 40.60 x 25.40 x 17.80

Case Weight (kg) 6.01

Liner Material ACP, Antimicrobial, Kevlar, Pritex
Top of Arm Elastic Cuff

Finger & Thumb Elastic Thumb

Ply Single-Ply

Lining -

Construction 2x1 Knit, Smart-Fit
Certifications Silicone Free, TAA Compliant
Product Circularity Reusable / Launderable

Recycled via Terracycle

Kut Gard®

Single-Ply ACP / DuPont™ Kevlar® / Pritex™ Performance Data
Blended Sleeve with Antimicrobial Fibers, Smart- Cut Level A4
Fit® and Elastic Thumb ANSI Puncture Level -

ANSI Contact Heat Level -

e The proprietary ACP, Kevlar®, Pritex™ blend with antimicrobial fibers
ASTM F1358 Vertical Flame Level --

is exceptionally comfortable and provides excellent cut resistance to
protect against minor cuts and scrapes
e Smart-Fit® technology raises the standards for performance knit

sleeves offering a unique stretch and recovery to increase overall Ca re InStrU Ct|0nS
performance and value compared to traditional rib knits A vy vy
* Fits comfortably over clothing or directly on the arm m >—< o
e Elastic thumb strap provides an improved fit and is less bulky than Machine Water Temp Do Not Tumble Dry ~ Medium Heat

traditional thumb holes when wearing under hand protection Wash sv°¢ Bleach

® Good washability can be washed in soap and water and can be dry
cleaned
e Wil retain its shape and stretch even after repeated washings

Applications

Cut Resistance with Light Heat Protection
Automotive Applications

Glass Operations

Light Heat Applications

KEY: ({(DMade from recycled or bio-based g Launderable & Recyclable via TerraCycle®
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