
Technical Data

Color Black
Sizes Available OS
Packaging --
Packed --
Case Dimensions (cm) 60.00 x 41.00 x 41.00
Case Weight (kg) 10.50
Ventilation Indirect
Headband --
Lens Color Clear
Frame Material --
Lens Clear
Lens Coating --
Base Curve --
Construction --
Certifications ANSI Z87.1, CSA Z94.3 Certified
Product Circularity --

SPECIFICATION SHEET
STYLE: EPMK01SHIELD

Phantom OTG™
Indirect Vent Goggle with Clear Shield, Black
Frame, Clear Lens and 4A Coating - FR Strap

Large comfortable soft frame
Wide one piece lens
Anti-Fog protection
Indirect ventilation providing maximum protection against chemical
splashes
Strap made of "FR" material
The lenses are protected with 4A Coating: Anti-Fog, Anti-Scratch,
Anti-UV 99.9%, Anti-Static
CSA Z94.3-15 certified and meets and/or exceeds ANSI Z87.1
requirements

PROTECTIVE INDUSTRIAL PRODUCTS, INC. | BRINGING THE BEST OF THE WORLD TO YOU®
AMERICAS: +1 (800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com
This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission.
Product users should conduct all appropriate testing or other evaluations to determine the suitability of PIP products for a particular purpose or use within a particular
environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED. 2026-01-30


